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PRODUCT DATA SHEET 

ShutterStrip RT 

Mould Release Agent for Aluminium Roof Tile Moulds 
 

 

Product Description: 
ShutterStrip RT is a very low viscosity liquid. It is suitable for use as a mould-release agent for 
aluminium/cast iron moulds in the clay roof tile industry. 
  

Applications & Functions: 
ShutterStrip RT may be used neat to coat the aluminium moulds of simple or intricate concrete 
castings. It is applied normally by a spray set up.  
ShutterStrip RT will perform optimally. The chemical makeup of the product is such that no build up 
on the moulds takes place with use thus allowing for long period mould utilization. 
The incorporation of corrosion inhibitors allows the steel moulds to remain in excellent condition 
without the formation of traces of rust. 
 

Specifications: 
Form:      Liquid 
State of matter:   Liquid; at 20 °C; 1,013 hPa 
Colour:     Clear to light yellowish brown 
Odour:     Hydrocarbon-like petroleum 
Pour point:    0 °C 
Boiling point/boiling range:  160 °C 
Flash point:    45 °C 
Density:    0.77 g/cm3; 20 °C 
Water solubility:   Insoluble 
Viscosity, kinematic:    3 mm2/s; 50 °C 
    

Coverage: 
5-7g per roof tile  

 

Mixing: 
Not required 

 

Packaging: 
200lt drums and 1000lt flow bins 

 

Storage: 
Store away from direct sunlight. 
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Health & Safety: 
Refer to MSDS sheet 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Stanton Construction Chemicals Pty (Ltd).  

Unit 2A Veni View Park 547 Heritage View Drive  
Muldersdrift, South Africa, 1735 
Tel: +27 (0) 10 593-4454  
Email: www.office.co.za   
Website: www.sccsa.co.za 
 
 
The information, and, in particular, the recommendations relating to the application and end-use of SCC products, are given in good faith 
based on SCC’s current knowledge and experience of the products when properly stored, handled and applied under normal conditions in 
accordance with SCC’s recommendations. In practice, the differences in materials, substrates and actual site conditions are such that no 
warranty in respect of merchantability or of fitness for a particular purpose, nor any liability arising out of any legal relationship 
whatsoever, can be inferred either from this information, or from any written recommendations, or from any other advice offered. The 
user of the product must test the product’s suitability for the intended application and purpose. SCC reserves the right to change the 
properties of its products. The proprietary rights of third parties must be observed. Users must always refer to the most recent issue of the 
Product Data Sheet for the product concerned, copies of which will be supplied on request. It may be necessary to adapt the above 
disclaimer to specific local laws and regulations. Any changes to this disclaimer may only be implemented with permission of SCC 

http://www.sccsa.co.za/

